
 GT-H4RCNo.  GT-H5RCNo.

  Model No. 
  Capacity  　　　（㎜） No Load Speed Air Consumption Hose Coupling Overall Length Weight  Accessories  EDP No.   Standard Screw Tapping Screw  Wood Screw  Bolt （rpm） （㎥/min）  （㎜） （g） Bit  Plug  

 GT-H4R 3～4 ー  1.8～2.4 3～4 1,500 0.2 G 1/4 190 590 A14 +2×65G BPN-2F 311036
 GT-H4PR 3～4 ー  1.8～2.4 3～4 1,500 0.19 G 1/4 213 610 A14 +2×65G BPN-2F 311046
 GT-H4RC 2.6～3.5 ー  ー 2.6～3.5 1,500 0.2 G 1/4 216 735 B39 +2×23H BPN-2F 311034
 GT-H5R 4～5 3.5～4  2.7～3.5 4～5 1,500 0.25 G 1/4 225 880 A14 +2×65G BPN-2F 311066
 GT-H5P 4～5 3.5～4  2.7～3.5 4～5 1,500 0.25 G 1/4 235 880 A14 +2×65G BPN-2F 311065
 GT-H5RC 3.5～4.5 ー  ー 3.5～4.5 1,500 0.25 G 1/4 248 1,047 B39 +2×23H BPN-2F 311064

Speed-reduction type air driver.Standard screw 2.6～3.5mm Speed-reduction type air screwdriver.Standard screw 3.5～4.5mm

・Air pressure: 0.6MPa  ・Air hose diameter: 6.35mm  ・Overall length: Accessories and hanger parts not included.  ・Weight: Accessories not included.
・Capacity is listed as instant reference and depends on operation conditions.

  Model No. 
  Capacity  　　　（㎜） No Load Speed Air Consumption Hose Coupling Overall Length Weight  Accessories  EDP No.   Standard Screw Tapping Screw  Wood Screw  Bolt （rpm） （㎥/min）  （㎜） （g） Bit Plug  

 GT-S4.5DR 4.0～5.0 3.5～4.0  2.7～3.5 4.0～5.0 14,000 0.2 G 1/4 180 585 A14 +2×65G BPN-2F  311084
 GT-P4.5DR 4.0～5.0 3.5～4.0  2.7～3.5 4.0～5.0 14,000 0.2 Rc 1/4 160 715 A14 +2×65G BPB-2  311088
 GT-PLR 4.0～5.0 3.5～4.0  2.7～3.5 4.0～5.0 9,000 0.2 G 1/4 187 830 A14 +2×65G BPN-2F  311097
 GT-P5LS 4.0～5.0 3.5～4.0  2.7～3.5 4.0～5.0 9,000 0.2 Rc 1/4 165 980 A14 +2×65G BPB-2 Air regulator 311099
 GT-PLP 4.0～5.0 3.5～4.0  2.7～3.5 4.0～5.0 9,000 0.2 G 1/4 197 750 A14 +2×65G BPN-2F  311095
 GT-PLZ 4.0～5.0 3.5～4.0  2.7～3.5 4.0～5.0 9,000 0.2 G 1/4 205 950 A14 +2×65G BPN-2F  311111
・Air pressure: 0.6MPa  ・Air hose diameter: 6.35mm  ・Overall length: Accessories and hanger parts not included.  ・Weight: Accessories not included.
・Capacity is listed as instant reference and depends on operation conditions.

Bit installation anvil application
Unless otherwise mentioned, following 
type is a standard.

Standard type in Japan

6.35mm 13mm 13mm

※Option: Following retainer anvil is available.

5mm 13mm 14mm

H4R

Bit installation anvil application
Unless otherwise mentioned, following type 
is a standard.

※Option: Following retainer anvil is available.

6.35mm 9mm 9.5mm5mm 13mm 14mm

PLR PLR

Standard type in Japan

6.35mm 13mm 13mm

Ball spring retainer

Noise reducer

6.35

Angle head size

9.5mm
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Angle head size
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Ball spring retainer6.35

 GT-H4RNo.  GT-H4PRNo.

Compact, lightweight and silent gear speed-reduction mechanism.Standard screw 3～4mm

Ball spring retainer

Lever push starting/Noise reducer

6.35 Ball spring retainer

Push starting/Noise reducer

6.35

 GT-H5RNo.  GT-H5PNo.

Stable tightening performance with high power. For installing electrical parts.Standard screw 4～5mm

Ball spring retainer

Lever push starting

6.35 Ball spring retainer

Push starting/Noise reducer

6.35

 GT-S4.5DRNo.  GT-P4.5DR

Compact and lightweight. Basic models for assembly plant.Standard screw 4～5mm

 GT-PLRNo.  GT-P5LS

 GT-PLPNo.  GT-PLZ

No.

No.

No.

Ball spring retainer

Push starting/Noise reducer

6.35

Bit sleeve retainer

Noise reducer

6.35

Bit sleeve retainer

Adjust dial

Noise reducer

6.35

3

Bit sleeve retainer

Noise reducer/Rear exhaust

6.35

Bit sleeve retainer

Noise reducer/Rear exhaust

6.35Ball spring retainer6.35

Adjust dial3

Air Screwdrivers Clutch Type　Powerful tightening with air motor Powerful tightening with air motor　Air Screwdrivers Impact Type
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