
Air Dusters

3  types of bodies are available to meet a variety of need.
The amalgamation of materials with ergonomic design has resulted in
easy-to-use products for all types of blowing and drying work.

05
AD-4 N

VESSEL's air dusters boast aluminum die-cast

bodies that are light and strong, a wide selection of

replaceable nozzles such as extra-long nozzles,

flexible nozzles, nozzles with flanges, and a protector to

prevent loosening of the handle lever.
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150/300150/200/300

Air Dusters
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Standard Type

No.AD-4 N/N-PB No.AD-4 N-PT

Booster nozzle with a higher spraying pressure

No.AD-4 M

Can control air flow

No.AD-4 J/J-PB No.AD-4 J-PT

One point

Also compatible with hanging type

Powerful brushing performance with a sturdy brush

No.AD-4 B

For working in deep and distant places

No.AD-4 N-150/200/300

Bendable nozzle

No.AD-4 NF-150/300

AD-4 N
AD-4 N-PB
AD-4 N-PT
AD-4 J
AD-4 J-PB
AD-4 J-PT
AD-4 M
AD-4 B
AD-4 N-150
AD-4 N-200
AD-4 N-300
AD-4 NF-150
AD-4 NF-300

Standard Nozzle
Standard Nozzle
Standard Nozzle
Adjustment Nozzle
Adjustment Nozzle
Adjustment Nozzle
High Volume Nozzle
Brushing Nozzle
Long Nozzle
Long Nozzle
Long Nozzle
Flexible Nozzle ※
Flexible Nozzle ※

in paper box 110×173
185×160
185×160

in paper box 110×173
185×160
185×160

in paper box 110×173
in paper box 115×220
in paper box 140×300
in paper box 140×450
in paper box 140×450
in paper box 140×300
in paper box 140×450

235
235
235
240
240
240
228
248
248
253
260
260
274

Model No.

2
2
2
2
2
2

2×1pc.、0.8×4pcs.
2

2.5
2.5
2.5
2.3
2.3

Nozzle Inner
Dia.（mm）

125
125
125
130
130
130
125
170
275
325
425
275
425

180
180
180
150
150
150
240
180
180
180
180
180
180

Overall Length
（mm）Nozzle Shape

・Power source: compressed air  ・Working air pressure: 0.5 MPa  ・Max. working pressure: 0.7 MPa  ・Working temperature range: 0-60 C゚ (32-140 F゚) 
・Working air hose I.D. : φ4mm and more   ・Overall length / weight: Air coupler included.　※It can be bent freely due to the built-in copper tube.（Do not bend it at a steep angle.）

Card/ Box Size
（mm）

027078
027085
027092
027108
027115
027122
027313
027306
027344
027351
027368
027375
027399

20
10
10
20
10
10
20
10
10
10
10
10
10

JAN code
（4907587）

Weight
（ｇ）

Coupling
Coupling
1/4 Hose
Coupling
Coupling
1/4 Hose
Coupling
Coupling
Coupling
Coupling
Coupling
Coupling
Coupling

Air Hose 
Connection

Outer
Ctn.

Air Consumption
（   /min）

Slide package

Boc package

Increased blowing 
power
Flexible Nozzle

Thrust force increased by 20% 
compared with the standard nozzle.
Booster nozzle has a great wind 
pressure to powerfully blow off chips 
and shavings stuck in narrow gaps 
in chuck claws and cutter trench.

Powerful brushing 
performance with 
a sturdy brush
Brushing Nozzle
Securely brush off oil-soaked 
chips and shavings which 
cannot be blown off by air.

Flexible Nozzle AD-4 NFLong Nozzle AD-4 N

High Vorume Nozzle AD-4 M Brushing Nozzle AD-4 B

Flow Volume Adjustment Nozzle AD-4 JStandard Nozzle AD-4 N

>> See One point >> See One point

Standard
Nozzle

Flow Bolume
Adjustment Nozzle



151Wide variation for various applications.

No. AD-3 S-PB No. AD-3 S-PT

No. AD-3 100A-PB No. AD-3 100A-PT

One point

Interchangeable Nozzle（for AD-4）/ Brush（for AD-4 B）

AD-3 S-PB
AD-3 S-PT
AD-3 100A-PB
AD-3 100A-PT

Safety Nozzle
Safety Nozzle
Long Nozzle
Long Nozzle

195×100
195×100
235×100
235×100

96
90

108
102

Model No.

―
―

100
100

Nozzle Length
（mm）

3
3
2
2

Nozzle Inner
（mm）

174
177
242
245

230
230
190
190

Overall Length
（mm）Nozzle Shape

・Power source: compressed air  ・Working air pressure: 0.6MPa ・Max. working pressure: 0.97 MPa
・Working temperature range: 0-60 C゚ （32-140 F゚）   ・Working air hose I.D. : φ4mm and more 
・Overall length / weight: Air coupler included.

Card Size
（mm）

027016
027023
027030
027047

JAN code
（4907587）

Weight
（ｇ）

Coupling
1/4 Hose
Coupling
1/4 Hose

Air Hose
Connection

Air Consumption
（   /min）

Inner Ctn.： 10

※Nozzle cannot be replaced.

Inlet： G1/8
Long Nozzle Slender Nozzle

Plastic NozzleFlexible Nozzle

Air Flow Volume Adjustment Long Nozzle

LN-150
LN-200
LN-300
LN-500

Model No. Length
（mm）

Innner Dia.
（mm）

Outer Dia.
（mm）

2.5
2.5
2.5
2.5

5
5
5
5

150
200
300
500

027160
027177
027184
027191

JAN code
（4907587）

LF-150
LF-200
LF-300
LF-700

Model No. Length
（mm）

Inner Dia.
（mm）

Outer Dia.
（mm）

2.3
2.3
2.3
2.3

7
7
7
7

150
200
300
700

027269
027276
027283
027290

JAN code
（4907587）

LJ-150
LJ-200
LJ-300
LJ-500

2.5
2.5
2.5
2.5

5
5
5
5

150
200
300
500

027207
027214
027221
027238

SP-0 2.0 7.5 21 027153

1
1
1
1

1
1
1
1

Inner
Ctn.

1
1
1
1

1

Inner
Ctn.

Long Nozzle

Ideal for narrow spaces

Bendable shaft Safe and dent-free

Plastic Nozzle

Flexible Nozzle Shaft

Air Flow Volume Adjustment Long Nozzle

100
30°

Slide package

Long nozzle with the 30°tilted tip suited 
for working in cramped places. Ideal 
angle for cleaning narrow gaps in 
cutting machine and work pieces.

Safety Nozzle
Safety design to prevent air from being 
blocked even if the tip of nozzle is clogged.
Designed to protect workers from injuries 
resulting from a sudden blast.

Slender Nozzle
LS-2-100
LS-3-100

0.9
1.6

2
3

100
100

027245
027252

1
1

Safety design to prevent air from being blocked even if the tip of nozzle is cloggedSafety Nozzle AD-3 S

For cleaning narrow gaps in cutting machine and work piecesLong Nozzle AD-3 100A

Long Nozzle

>> See One point

>> See One point

Interchangeable
brush

Brush Length

SB-50 60 35 68 027320 1

Model No. Length
（mm）

Length
（mm）

Outer
Dia.（mm）

JAN code
（4907587）

Inner
Ctn.

Interchangeable Brush (for AD-4B)

Length Length Length

Length Length



Air Dusters
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To blow off machined chips, moisture, and oil.

No. AD-2 0N No. AD-2 0N-PB

To blow off machined chips, moisture, and oil.

No. AD-2 100N

No. AD-2 200N/300N No. AD-2 100A

No. AD-2 100N-PB

Long Nozzle AD-2 0N

25°bendable tip to improve workability.25°Long Nozzle AD-2 100A

No. AD-2 0S No. AD-2 100S

Widely air blow off safely and quietly.Safety Bypass Nozzle AD-2 0S Widely air blow off safely and quietly.Safety Bypass Long Nozzle AD-2 100S

Standard Nozzle AD-2

AD-2 0N
AD-2 0N-PB
AD-2 100N
AD-2 100N-PB
AD-2 200N
AD-2 300N
AD-2 100A
AD-2 0S
AD-2 100S

152×232
152×232
182×232
182×232

in paper box 140×445
in paper box 140×455

182×232
152×232
182×232

122
146
131
157
141
150
131
131
151

Model No.

0
0

100
100
200
300
100

0
100

Nozzle Length
（mm）

2.1
2.1
2.1
2.1
2.1
2.1
2.1
2.1
2.1

Nozzle Inner
Dia. （mm）

145
155
242
252
342
442
242

155.5
239.5

Overall Length
（mm）Nozzle Shape

135
135
135
135
135
135
135
105
105

Card/ Box Size
（mm）

017604
017680
017611
017697
017673
017628
017635
017727
017734

JAN code
（4907587）

10
10
10
10
1
1

10
10
10

Outer
Ctn.

Weight
（ｇ）

Air Consumption
（   /min）

※Nozzle can not be replaced.・Power source: compressed air  ・Max. working pressure: 0.97 MPa  ・Working temperature range: 0-60 C゚（32-140 F゚）
・Air inlet screw diameter: Rc 1/4  ・Working air hose I.D. : φ4mm and more  ・Air pressure when air consumption is measured: 0.49 MPa
・Pre-packed（200N, 300N in paper box）

100

200/300

25°

100

100

Large finger throttle lever for less fatigue to control the air volume. Ergonomic handle for efficient operation.
Dust removal and drying of sheet metal, coated materials, automotive parts, molds, metal working.

Standard Nozzle
Standard Nozzle（with plug）
Long Nozzle
Long Nozzle（with plug）
Long Nozzle
Long Nozzle
25° Long Nozzle
Safety Bypass nozzle
Safety Bypass long nozzle



153Wide variation for various applications.

No. AD-2 0R No. AD-2 100R

No. AD-2 0M

Low pressured but for large air flow.High Volume Nozzle AD-2 0M

No. AD-2 100P

Prevents dust and articles  from blowing up.Chip Shield Long Nozzle AD-2 100P

No. AD-2 0C

Prevents dust and articles  from blowing up by air curtain.Air Screen Nozzle AD-2 0C

Dust blow off, not making scratches on a part.Rubber Nozzle AD-2 0R Dust blow off, not making scratches on a part.Rubber Long Nozzle AD-2 100R

AD-2 0R
AD-2 100R
AD-2 100P
AD-2 0M
AD-2 0C

Rubber Tip Nozzle
Rubber Tip Long Nozzle
Chip Shield Long Nozzle
High Volume Nozzle
Air Screen Nozzle

152×232
182×232
182×232
152×232
152×232

123
147
157
126
127

Model No.

0
100
100

0
0

Nozzle Length
（mm）

2.1
2.1
2.1

10   
2.8

Nozzle Inner
Dia. （mm）

155.5
227   
242   
160   
145   

Overall Length
（mm）Nozzle Shape

115
115
135
185
260

Card/ Box Size
（mm）

017659
017666
017642
017703
017710

JAN code
（4907587）

10
10
10
10
10

Outer
Ctn.

Weight
（ｇ）

Air Consumption
（   /min）

※Nozzle can not be replaced.・Power source: compressed air  ・Max. working pressure: 0.97 MPa  ・Working temperature range: 0-60 C゚（32-140 F゚）
・Air inlet screw diameter: Rc 1/4  ・Working air hose I.D. : φ4mm and more  ・Air pressure when air consumption is measured: 0.49 MPa
・Pre-packed（200N, 300N in paper box）

10
0

Nozzle with soft rubber tip.

Transparent resin plate
blocks dust and
debrees.

Air flow booster type.
Venturi nozzle emits air to wider area.
2.5 times more emission than AD-2 0N type.

Air curtain shuts out
the spreading of oil,
moisture and cutting dust.

100

Blister package

Large finger throttle lever for less fatigue to control the air volume. Ergonomic handle for efficient operation.
Dust removal and drying of sheet metal, coated materials, automotive parts, molds, metal working.

Box package

100



Air tool Supplies

154

One-Touch Lock Concent B Type

Concent B Type

Socket

BLSH-5 68 92

Model No.
For Urethane hose
connection

16

Minimal
Cross-sectional Area

（mm2）

Overall Length
（mm）

2114

A
（mm）

5.0×  8.0

Weight
（ｇ）

Application Hose I.D × O.D.
（mm）

B
（mm）

BLSF-6.5
BLSF-8.5

80
83

131
151

Model No.For Urethane hose
connection
Rotary concent prevents
warping of air hose. 28

44

Minimal
Cross-sectional Area

（mm2）

Overall Length
（mm）

19
21

17
19

A
（mm）

6.5×10.0
8.5×12.5

Weight
（ｇ）

Application Hose I.D × O.D.
（mm）

B
（mm）

Inner Ctn.： 5  Outer Ctn.： 50Socket

Plug

ApplicationOverall Length
（mm）

47

A
（mm）

21 R3/8BSN-3

Model No.For male screw connection
Inner Ctn.： 5  Outer Ctn.： 50

ApplicationOverall Length
（mm）

53
56

A
（mm）

15
20

For 3/8 hose
For 1/2 hose

BPT-3
BPT-4

Model No.For hose connection

ApplicationOverall Length
（mm）

38

A
（mm）

26 R 1/2BPN-4

Model No.For male screw connection

Inner Ctn.： 10  Outer Ctn.： 100
(BPT-4， BPB-4， BPN-4…Inner Ctn.： 5  Outer Ctn.： 50)

hexagon A

A
hexagon A

26

無負荷回転数
rpm

A B

27.5

BA

27.5

Easy connection just by plug-in. Equipped with lock mechanism.
New concept couplings for efficiency and safety.

※Minimal cross-sectional area: Smallest cross-sectional area in the connected medium route.

Rotary Concent B TypeNut Concent B Type

Overall Length
（mm）

58

A
（mm）

Application Hose I.D × O.D.
（mm）

19 8.0×12.0BSH-8

Model No.For Urethane hose connection
Inner Ctn.： 5  Outer Ctn.： 50

Overall Length
（mm）

70.5

A
（mm）

Application Hose I.D × O.D.
（mm）

17

B
（mm）

19 6.5×10.0BSF-6.5

Model No.For Urethane hose connection
Inner Ctn.： 5  Outer Ctn.： 50

Overall Length
（mm）

A
（mm）

Application Hose I.D × O.D.
（mm）

43   

45.5

14

17

5.0×8.0

6.0×9.0

BPH-5

BPH-6

Model No.For Urethane hose connection
Inner Ctn.： 10  Outer Ctn.： 100

Socket Socket

Plug

A

A

H 19

26

A

B

26

Interchangeability All types of plugs for concent B type and 
nut concent B type are interchangeable.



155For safer and more comfortable operation

Made of polyurethane resin, this hose is lightweight and provides superb flexibility and wear resistance. 
Its coil diameter is so small that it does not get entangled, thereby allowing multiple pieces of it to 
be used at the same time. Its long straight area eliminates the need to use a local hose.

G1/4
(female screw)

G1/4(female screw)

R1/4
(male screw)

4
2
m
m

500mm 400mm

1000mm(max. expandable range: 4000 mm)

100mm

Air tool oil of additive blend on a good oil base. Use everyday as
lubricant and rust-proofing.

Air Tool Oil Spray

Air Regulator

Jan
（4907587）

Innner
Ctn.Used for

310149

Volume
（ml）

220 10

Outer
Ctn.

60Air tools of all kinds including drivers, impact wrenches, micro grinders, nippers, 
drills, tackers and  hammersG-10

Model No.

Screw size
（female screw）×（male screw） Applicable models

Weight
（g）

Max. Working
Pressure（MPa）

0.5950 Rc1/4×R1/4
VESSEL's P4.5XD・P6EXD・
P6LXD・P4.5DR・P5LS・P6LSⅢ・
P6HS・etc.

90AR-2

Model No. Overall Length
（mm）

（with nozzle）

When attached to an air tool body (Rc1/4), the air flow rate can be 
easily adjusted by hand, which is very convenient. 
Dial operation is in the 3 stages of scale 1(maximum) →3（minimum).
Recommended according to the working environment.

Coil Urethane Hose Set

AUC-40 5×8 310026

Model No. Hose I.D. ×O.D.
（φmm）

0.69

Max. Working Pressure
（MPa）

300×200×45

Pack Size

Coil urethane hose … 4 m  Connect G 1/4
female screw … 2 pcs.  R1/4 male screw for joint … 1 pc.

Set JAN code
（4907587）

Air Couplings carded type

One-Touch Lock Concent B Type

Model No. Application Card Size
（mm）

JAN code
（4907587）

Outer Ctn.： 10

105×60×32
105×60×32
105×60×32
105×60×32
105×60×32

366030
366122
366429
366351
366368

BPT003
BPB002
BPN02F
BPH005
BPH006

For hose connection For 3/8 hose
For female screw connection Rc 1/4
For male screw connection G1/4
Hose I.D. 5.0×O.D. 8.0mm
Hose I.D. 6.0×O.D. 9.0mm

No. BPN003

Concent B Type

Model No. Application Card Size
（mm）

JAN code
（4907587）

Outer Ctn.： 10

125×65×32
125×65×32

365750
365989

BLSH05
BLSF85

For Urethane hose connection hose I.D. 5.0×O.D. 8.0mm
For Urethane hose connection hose I.D. 8.5×O.D. 12.5mm

・Blended with water replacing agent to drain moisture 
inside pneumatic tools to the outside
・Low viscosity suited for high speed rotary and high 
precision tools
・Spray type to prevent hands from getting dirty

Outer
Ctn.

1


