Specifications

® DIGITORQON “TDT-series

BOLTING SOLUTION COMPANY
NEW PRODUCT INFORMATION 140E
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| DIGITORQON TDT-SERIES
T4DT200H

o% ‘ B
- Simple & Easy Tightening Torque Management

T3DT60H

| L,

Controllable Torque | Min. Torque Preset Square Drive Di i Weight
Model v e onLCD H_?ndele Inc('r\;e.rpn?nt i cx_ %ﬁ; imensions(mm) ) - - -
e e e e s e with Ratchet Digital Torque Wrench!!
' N |
T2DT30H 6~ 30 03~ I 001 N-m 635 | 48 225 195 103 47 383 221 38 0.36
T3DTEOH 12~ 60 |03~ I 001 N:m 95 48 |31.0 265 145 47 383 229 42 045
T3DT85H 17~ 85 3~ I 01 Nm| 95 | 48 /3101265145 47 |1383| 271| 84| 051 Tightening Condition Monitoring Function Pass & Fail Function
T3DT135H 27~135 %) = I 01 'N-m 95 48 |31.0 265 145 47 383 380 193 065 _ . . : :
TADTI35H = 27~135 = 3~ I | 01 N-m 127 | 48 31.0 305 145 47 383| 380 193 066 '-ICDt_d'sD'ﬁV- beePh_S"U:hd anl '-E? light J'-'gﬁ: chg_t'glhte"'"E IREESIBY LED light
TADT200H 40~200 5~ I 01 | N-m 127 48 410 345 180 39 357 520 216 1.28 alBrting wWhen reachine Hhe Bre s fepay.
T4DT340H 68~340 5~ if 01 | N-m 127 48 |41.0 345 180 39 357 640 336 145 Tightening Torque Storage Function
T6DT500H | 100~500 5~ i 01 | N'm 190 48 | 60.0 55.0 30.0 39 357 945 634 3.00
TEDT850H | 170~850 5~ il 01 | N-m 190 48 |60.0 55.0 30.0 39 357 1220 910 4.18 Max. Storage: 250 Tightening Torque.
| Accessory | USB Data Transfer Function
: Operating Storage o —
Model Accuracy Battery Battery Life (%3) Temperature | Temperature Humidity Sc;nén;l;r:;canons Software 1 annec t to PC by USB cable_.
AAA Alaline (T2DT30H~TADTIG5H) 2 Tightening torque data stored on the PC
T2DT30H AAA Alkaline AA Alkaline (TADT200H~TEDTSEOH) 2 by CSV format. :
T3DTG0H or Continuous operation: 48 hrs Calibration Certificate W/H Traceability 1 .
m—— Manganese (LED light O Instruction Manual [ 2 Measurement Modes Available
+3% Nickel Metal Hydrice Standby: 6 months . . Plastic Case ! 5 : SR e >
T3DT135H 5% Rechargeable Battery x2 | (LEDlight OF) -10C -20C | oo toan Tracking Mode” & “Peak Mode
T4DT135H ~ ~ | 90%RH L a "
T4DT200H AA Alkaline 60T 70T ? Calibration Certificate Included
or Continuous operation 110 hrs -
T4DT340H Manganese (LED light Off) :
T6DT500H - or - Standby: 12 months
Nickel Metal Hydrid! - ¥
TEDT850H +3:5% Recl'lngrgeeab?eaBathelrl/i(E (LED light Of) =" A
(@)

% 1:Selectable Unit: N.m (preset), in-Ib, ft-Ib, kg-cm.
#%2:The weight values exclude battery.
% 3:Battery life varies depending on conditions. Automatically shut off when the battery life is low.

[l Expire Date of Calibration Certificate

1. Notin Use
1 year from the date on the Calibration Certificate

2. Start to use less than a year from the date on the Calibration Certificate.
1 year from the first day of use or up to 10,000 tightening.

Handle (I-type)

[l Repair - Maintenance

MRepair and Maintenance required when LCD, LED lights or the gear teeth in ratchet head is broken. Repair work might be impossible depending
on the broken condition.

B Accuracy might become inaccurate in case that the tools are not in use for a long time or are not use properly. Contact your distributor periodically
to keep the accuracy of the tools.

B Carry out overhaul once a year or every 10,000 tightening.
M Contact your distributor for reissuing the calibration certificate.
HContact your distributor for details of handling DIGITORQON.

Manufactured by Your Distributor

TONE CO.,LTD.

OSAKA. JAPAN.

web site http://www.tonetool.co.jp
e-mail: overseas@tonetool.co.jp

Specifications and the design are subject to change without notice.
The company has accreditation to ISO14001 and ISO9001.
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Many functions to support tightening torque management!! DIGITORQON™ TDT-series

Simple, Easy & Precise Tightening Torqgue Management Available!!!

Tightening Torque Data Transfer Function Installed! LED Light (Red & Green)-Beep Sound

LED light (Red & Green), Beep Sound and LCD display notify the tightening status.

When reaching 80% of the target torque, Green LED light is ON. ARNVA \‘6’, \‘6’, \‘6’, DAL
LED Light Beep Sound is also ON and OFF. LED Light: Red LED is ON at 100% of the target torque. A A ALY
(Red: 1, Green: 5) Data Transfer Port Green LEDs are ON in order at 80%, 85%, 90%, 95% and 97.5% of the target torque. 100% 97.5% 95% 90% 85% 80%
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Torgue Setting Button / LCD
Tightening Mode Changing Button

Torgue Value / Message Measuring Mode

Battery Status Memory Number

Adjustment Sensor Installed in Grip

Beep Sound | 4% ‘
Precise tightening torgue measurement is enabled due to the adjustment sensor

installed in grip,even if tightening force is applied away from the loading point. : %
Loading Point (Only for I-type handle) -

LED Light
(Red: 1, Green: 5) X 2 Line

RV VRN VARN VRN VAR V2
SO =0T =0 =0 =0 =0<
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Memory Button

Ratchet Head
(Socket Hold Type)
@ Gear Teeth: 48 pces

Tightening Mode Setting Button
Power On Button / Reset Button

Buzzer Tightening Status Notifying Function

Buzzer Data Transfer Port

Memory Button

Torque Setting Button /
Tightening Mode Changing Button

Tightening Mode Setting Button
Power On Button / Reset Button

Loading Point

DIGITORQON™ TDT-series Functions and Features

@Tightening Condition Monitoring Function -

LCD display, beep sound and LED light alerting when reaching the target torque.

@®Pass & Fail Function

Total 9 preset torque values registrable.

@Tightening Torque Storage Function

Max. Storage: 250 Tightening Torque. ¢
- Socket Hold Mechanism Hole for safe rope installed
@®USB Data Transfer Function - _ _ s
i i old socket tightly but easy to Suitable for the operation at high
Connect to PC by USB cable. Tightening torque data stored on the PC by CSV format. exchange. working place.

a N

®Measurement Mode Change Function

“Tracking Mode” and “Peak Mode” available.

@®Works in both CW and CCW directions

@Calibration Certificate Included

"

Convenient plastic case for storing or carrying. Data transfer function
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